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Because of the complex production process of LED products the shown values are only statistical representations which 
deviate from lamp to lamp but not in a significant manner.

SIRO Beschläge- und 
Metallwarenfabrik 
Ges.m.b.H. 
Spielfeldstraße 12

4452 Ternberg
Austria
Tel . +43 (0)7256.6020.0
Fax . +43 (0)7256.8932

E-Mail offi ce@siro.at
Web . www.siro.at
© 2017 Alle Rechte 
vorbehalten.Can not be disposed into domestic waste.

20º

Ceiling above lamp

10 - 30 mm

90
 m

m

24 VDC2. ø cutout
 144 - 150 mm

 20º pivotable

1. turn off 6. turn on5. snap into place
3. connect cable 4. pull up assembly 

springs

ASSEMBLY

24 VDC

2700 K 5000 K

PRODUCT PROPERTIES
» Ø: ................................................ 159 mm
» height: ........................................ 84 mm
» installation Ø: ............................ 144 - 150 mm
» installation depth: ..................... 90 mm (without spring)
» wall      thickness:       ........................... 10 – 30 mm
» cable              lengths: ............................ 500 mm + 2000 mm
» assembly: ................................... clamp-mounted
» light-type:................................... LED
» beam angle: ............................. 35°
» color temperature: .................. 2700K - 5000K  

» CRI: ............................................. >90
» dimmable: .................................. yes

» voltage: ...................................... 24 VDC 
» power: ........................................ 25 W
» lumen-output: ............................ 1600
» protection-class: ...........................IP 44
» energy efficiency: ..................... A
» material: ..................................... die      cast
» color: .......................................... white
» packaging: ................................ 24 pcs
» EAN: ............................................ 9002843409218




